INSURV Mine Warfare Inspection Guide
(MCM / MHC)
Updated: 1-Dec-03
AN/SSQ-94(V) Mine Countermeasue Simulator

Reference: NAVSEA SE315-A2-OMI-010
Current PMS: MIP 4763/001, Mine Countermeasures Simulator

EQUIPMENT REMARKS / DISCREPANCIES
(1) Are all fasteners installed and tight? YES / NO
(2) Are all foundation bolts installed and tight? YES / NO
(3) Is grounding strap installed and effective? YES / NO
(4) 1s equipment free of physical damage and corrosion? YES / NO
(5) Are all cables in good condition, properly installed, and tight? YES / NO
(6) Is rear panel air filter installed, in good condition and clean? YES / NO
(7) Is processor “A” air filter installed, in good condition and clean? YES / NO
(8) Is UPS air filter installed, in good condition and clean? YES / NO
(9) Is VME front panel air filter installed, in good condition and clean? YES / NO
(10) Are all indicator bulbs installed, the correct type, and operational. YES / NO
(11) Does the trackball operate smoothly? YES / NO
(12) Do all trackball buttons operate properly? YES / NO
(13) Is the keyboard clean, in good condition with all buttons attached? YES / NO
(14) Are all keyboard buttons operational? YES / NO
(15) Is UPS fully charged (Greater than 85%)? YES / NO
(16) Is CRT in good condition and properly aligned? YES / NO
(17) Does the SSQ-94 interface properly with the following equipment: YES / NO
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- SLQ-48? YES / NO
- PINS/SYQ-13? YES / NO
- SQQ-32 Sonar? YES / NO
(1) Canascenario be successfully loaded and demonstrated between all equipment? YES / NO
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